
674 3936 1635 2070 2300 2955 4000 999 96 0

A5L 315 M40

Supply through pulse-controlled inverter connected to 400 V, 500 V, 690 V mains

rate of coolant air 1,6 m³/s
stat. counterpressure 16 hPa
fan D092/S915 75 kg

moment of inertia 9,3 kgm²
weight (IC 17) 1940 kg

rated rated rated speed [1/min] flow weakening speed rated rated stall
output torque at fundamental voltage [V] at current slip torque

370 465 640 short-time load up to  x  M cos ϕ η

[kW] [Nm] 2,0 1,8 1,4 1,0 [A] [%] [M n] [%]

1004 3947 2430 3065 3410 4000 4000 1838 0,48 3,6 0,88 96,8
1046 3265 3060 4000 4000 4000 4000 1578 0,33 4,4 0,85 96,7

- - - - - - - - - - - -

863 4274 1930 2250 2500 3210 4000 1572 0,63 3,3 0,89 96,5
939 3693 2430 3275 3640 4000 4000 1388 0,45 3,9 0,87 96,7

1062 3028 3350 4000 4000 4000 4000 1190 0,28 4,8 0,83 96,5

761 4287 1695 1970 2190 2815 3940 1391 0,72 3,3 0,89 96,3
840 3756 2135 2835 3145 4000 4000 1242 0,51 3,8 0,87 96,5
986 3198 2945 4000 4000 4000 4000 1093 0,33 4,6 0,84 96,6

671 4473 1430 1595 1775 2280 3190 1230 0,87 3,2 0,89 95,9
747 3954 1805 2275 2525 3250 4000 1103 0,62 3,6 0,87 96,3
901 3457 2490 3675 4000 4000 4000 987 0,41 4,2 0,85 96,6

607 4466 1295 1445 1610 2065 2895 1118 0,96 3,2 0,89 95,6
674 3936 1635 2070 2300 2955 4000 999 0 680,68 3 63,6 0 870,87 96 0,
830 3516 2255 3270 3635 4000 4000 910 0,45 4,1 0,85 96,5

542 4566 1135 1235 1375 1765 2470 1004 1,11 3,1 0,89 95,1
611 4087 1430 1740 1935 2485 3480 908 0,80 3,5 0,87 95,7
763 3697 1970 2720 3020 3885 4000 833 0,53 3,9 0,86 96,3

453 4625 935 1005 1120 1440 2015 849 1,34 3,1 0,88 94,4
505 4091 1180 1435 1595 2050 2875 759 0,95 3,5 0,87 95,1
647 3796 1630 2190 2430 3125 4000 711 0,65 3,8 0,86 95,9

388 4670 790 830 920 1185 1655 736 1,56 3,0 0,88 93,6
437 4172 1000 1195 1325 1705 2390 663 1,12 3,4 0,87 94,5
565 3904 1380 1805 2005 2580 3610 624 0,77 3,7 0,86 95,5

337 4687 685 710 790 1015 1420 648 1,78 3,0 0,88 92,8
384 4234 865 1005 1115 1435 2005 589 1,29 3,3 0,86 93,8
494 3939 1200 1550 1725 2220 3105 551 0,88 3,7 0,85 95,1

265 4706 540 545 605 780 1090 521 2,21 2,9 0,87 91,2
307 4303 680 765 850 1095 1535 479 1,61 3,2 0,86 92,6
399 4046 940 1185 1320 1695 2375 451 1,10 3,6 0,85 94,1

218 4728 440 - 480 620 870 437 2,62 2,8 0,87 89,7
247 4244 555 625 695 895 1255 395 1,89 3,2 0,85 91,2
331 4096 770 940 1045 1340 1875 380 1,32 3,5 0,84 93,2

183 4728 370 - 395 505 710 375 3,02 2,7 0,86 88,1
211 4304 470 510 570 730 1025 343 2,20 3,1 0,85 89,9
282 4151 650 770 855 1100 1540 329 1,53 3,4 0,84 92,2
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672 4896 1310 1715 1905 2450 3430 999 95 8

A5L 315 M44

Supply through pulse-controlled inverter connected to 400 V, 500 V, 690 V mains

rate of coolant air 1,6 m³/s
stat. counterpressure 16 hPa
fan D092/S915 75 kg

moment of inertia 11,3 kgm²
weight (IC 17) 2200 kg

rated rated rated speed [1/min] flow weakening speed rated rated stall
output torque at fundamental voltage [V] at current slip torque

370 465 640 short-time load up to  x  M cos ϕ η

[kW] [Nm] 2,0 1,8 1,4 1,0 [A] [%] [M n] [%]

1015 4971 1950 2515 2790 3590 4000 1856 0,58 3,7 0,88 96,8
1073 4172 2455 3770 4000 4000 4000 1608 0,40 4,4 0,86 96,9
1163 3280 3385 4000 4000 4000 4000 1342 0,24 5,7 0,81 96,6

865 5335 1550 1860 2065 2655 3715 1577 0,76 3,4 0,89 96,4
951 4659 1950 2680 2980 3830 4000 1403 0,54 3,9 0,87 96,7

1105 3923 2690 4000 4000 4000 4000 1224 0,34 4,8 0,84 96,9

762 5349 1360 1630 1810 2325 3255 1396 0,87 3,4 0,89 96,1
846 4713 1715 2330 2585 3325 4000 1250 0,62 3,9 0,87 96,4

1012 4088 2365 3790 4000 4000 4000 1114 0,40 4,6 0,85 96,8

669 5561 1150 1325 1470 1890 2645 1230 1,05 3,3 0,89 95,6
749 4941 1450 1875 2085 2680 3755 1106 0,75 3,7 0,88 96,1
914 4365 2000 3000 3335 4000 4000 998 0,49 4,3 0,86 96,6

603 5534 1040 1205 1340 1720 2410 1115 1,15 3,3 0,89 95,3
672 4896 1310 1715 1905 2450 3430 999 0 820,82 3 73,7 0 870,87 95 8,
842 4442 1810 2670 2965 3815 4000 920 0,55 4,2 0,86 96,5

536 5634 910 1035 1145 1475 2065 998 1,32 3,2 0,88 94,8
608 5064 1145 1450 1610 2070 2900 905 0,95 3,6 0,87 95,5
768 4638 1580 2235 2485 3190 4000 839 0,64 4,0 0,86 96,2

447 5703 750 825 915 1175 1645 844 1,60 3,1 0,88 93,9
501 5060 945 1195 1330 1710 2395 757 1,14 3,6 0,87 94,7
649 4742 1305 1805 2005 2580 3610 713 0,78 3,9 0,86 95,7

383 5762 635 685 760 980 1370 732 1,87 3,1 0,88 93,0
432 5142 800 980 1090 1400 1960 659 1,34 3,5 0,87 94,0
566 4874 1110 1490 1655 2130 2980 626 0,92 3,8 0,86 95,3

332 5771 550 585 650 835 1170 644 2,13 3,0 0,87 92,1
380 5215 695 830 925 1190 1665 586 1,54 3,4 0,86 93,3
493 4894 960 1285 1430 1840 2575 551 1,05 3,8 0,85 94,7

260 5757 430 450 500 640 895 515 2,62 3,0 0,87 90,4
301 5272 545 635 705 910 1270 474 1,92 3,3 0,86 91,9
396 5005 755 965 1075 1380 1930 450 1,32 3,7 0,85 93,7

212 5769 350 355 390 505 705 432 3,11 2,9 0,87 88,7
242 5194 445 515 575 740 1035 392 2,25 3,3 0,85 90,4
326 5041 620 775 860 1105 1545 377 1,57 3,6 0,84 92,6

178 5768 295 - 315 405 570 371 3,59 2,8 0,86 86,9
206 5262 375 420 465 595 835 340 2,61 3,2 0,85 88,9
279 5126 520 630 700 900 1255 328 1,83 3,5 0,84 91,5
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A5L 315 M48

Supply through pulse-controlled inverter connected to 400 V, 500 V, 690 V mains

rate of coolant air 1,6 m³/s
stat. counterpressure 16 hPa
fan D092/S915 75 kg

moment of inertia 14,0 kgm²
weight (IC 17) 2560 kg

rated rated rated speed [1/min] flow weakening speed rated rated stall
output torque at fundamental voltage [V] at current slip torque

370 465 640 short-time load up to  x  M cos ϕ η

[kW] [Nm] 2,0 1,8 1,4 1,0 [A] [%] [M n] [%]

1022 6350 1535 2050 2275 2930 3570 1868 0,72 3,8 0,88 96,6
1093 5392 1935 3040 3375 3570 3570 1632 0,50 4,5 0,86 96,9
1238 4430 2670 3570 3570 3570 3570 1403 0,31 5,6 0,82 97,0

863 6758 1220 1530 1695 2180 3055 1577 0,94 3,6 0,89 96,1
962 5981 1535 2175 2415 3105 3570 1417 0,67 4,0 0,87 96,6

1140 5137 2120 3570 3570 3570 3570 1253 0,43 4,8 0,85 96,9

759 6772 1070 1340 1490 1915 2680 1396 1,06 3,6 0,89 95,7
848 5999 1350 1905 2120 2725 3570 1255 0,76 4,0 0,87 96,2

1032 5292 1865 3050 3385 3570 3570 1131 0,50 4,7 0,85 96,8

663 7008 905 1095 1215 1560 2185 1226 1,29 3,5 0,89 95,2
747 6257 1140 1545 1715 2205 3085 1106 0,93 3,9 0,88 95,8
925 5608 1575 2430 2700 3470 3570 1008 0,61 4,4 0,86 96,5

596 6951 820 980 1090 1400 1960 1108 1,40 3,4 0,89 94,8
670 6197 1035 1410 1570 2015 2825 999 1 01 3 9 0 87 95 5670 6197 1035 1410 1570 2015 2825 999 1,01 3,9 0,87 95,5
848 5677 1425 2175 2415 3105 3570 927 0,68 4,4 0,86 96,3

530 7081 715 835 930 1195 1670 992 1,62 3,3 0,88 94,2
602 6380 900 1195 1330 1710 2395 903 1,17 3,8 0,87 95,1
770 5903 1245 1825 2030 2610 3570 842 0,79 4,2 0,86 96,0

442 7163 590 675 750 960 1345 839 1,95 3,3 0,88 93,2
495 6349 745 970 1080 1390 1945 752 1,39 3,7 0,87 94,2
647 6003 1030 1485 1650 2120 2970 713 0,96 4,1 0,86 95,4

375 7183 500 560 625 800 1120 723 2,27 3,2 0,88 92,2
426 6448 630 805 895 1150 1610 655 1,64 3,6 0,86 93,4
561 6139 870 1230 1365 1760 2460 624 1,13 4,0 0,86 94,8

324 7170 430 480 530 685 960 635 2,58 3,2 0,87 91,3
373 6515 545 685 760 975 1365 580 1,88 3,6 0,86 92,6
488 6159 755 1040 1155 1485 2080 550 1,29 3,9 0,85 94,2

252 7130 340 360 400 515 725 508 3,18 3,1 0,87 89,3
295 6578 430 515 575 740 1035 470 2,34 3,5 0,86 91,0
391 6293 595 785 875 1120 1570 448 1,62 3,8 0,85 93,0

206 7142 275 280 310 400 560 426 3,77 2,9 0,87 87,3
237 6460 350 415 465 595 835 388 2,74 3,4 0,85 89,3
320 6303 485 625 695 895 1250 375 1,92 3,7 0,84 91,8

172 7118 230 - 245 310 435 366 4,35 2,7 0,86 85,3
200 6489 295 335 370 475 670 335 3,17 3,2 0,85 87,7
273 6375 410 505 560 720 1010 324 2,23 3,5 0,84 90,6
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A5L 315 M52

Supply through pulse-controlled inverter connected to 400 V, 500 V, 690 V mains

rate of coolant air 1,6 m³/s
stat. counterpressure 16 hPa
fan D092/S915 75 kg

moment of inertia 17,4 kgm²
weight (IC 17) 3010 kg

rated rated rated speed [1/min] flow weakening speed rated rated stall
output torque at fundamental voltage [V] at current slip torque

370 465 640 short-time load up to  x  M cos ϕ η

[kW] [Nm] 2,0 1,8 1,4 1,0 [A] [%] [M n] [%]

1023 8076 1210 1695 1880 2420 2690 1874 0,89 4,0 0,88 96,4
1107 6934 1525 2485 2690 2690 2690 1651 0,62 4,7 0,86 96,7
1296 5882 2105 2690 2690 2690 2690 1451 0,40 5,6 0,83 97,0

853 8490 960 1275 1420 1825 2555 1567 1,15 3,8 0,89 95,8
963 7599 1210 1800 2000 2570 2690 1422 0,83 4,2 0,87 96,3

1162 6645 1670 2690 2690 2690 2690 1272 0,54 5,0 0,85 96,8

748 8478 845 1105 1230 1580 2210 1383 1,30 3,7 0,89 95,3
845 7593 1065 1580 1760 2260 2690 1255 0,94 4,3 0,87 95,9

1045 6797 1470 2490 2690 2690 2690 1144 0,62 4,9 0,85 96,6

649 8719 710 900 1000 1290 1805 1208 1,57 3,6 0,89 94,7
741 7880 900 1285 1430 1840 2575 1103 1,14 4,1 0,87 95,4
927 7135 1240 2005 2230 2690 2690 1012 0,76 4,6 0,86 96,3

584 8669 645 815 910 1165 1635 1095 1,72 3,6 0,88 94,2
664 7801 815 1160 1285 1655 2315 996 1 24 4 1 0 87 95 0664 7801 815 1160 1285 1655 2315 996 1,24 4,1 0,87 95,0
849 7220 1125 1795 1995 2565 2690 930 0,84 4,6 0,86 96,0

518 8804 560 695 775 995 1390 978 1,97 3,5 0,88 93,5
595 8002 710 980 1090 1400 1960 897 1,44 3,9 0,87 94,5
767 7469 980 1515 1685 2165 2690 842 0,98 4,4 0,86 95,6

427 8813 465 565 625 805 1125 820 2,36 3,5 0,88 92,4
485 7921 585 810 900 1155 1615 745 1,70 3,9 0,87 93,6
641 7555 810 1215 1350 1735 2430 711 1,18 4,3 0,86 95,0

362 8830 390 465 520 665 930 707 2,74 3,4 0,88 91,3
417 8038 495 665 740 950 1330 649 2,00 3,8 0,86 92,6
553 7696 685 1000 1115 1430 2005 620 1,39 4,2 0,85 94,3

312 8795 340 395 440 565 790 620 3,12 3,3 0,87 90,2
363 8082 430 565 630 805 1130 573 2,29 3,8 0,86 91,7
481 7717 595 855 955 1225 1715 546 1,59 4,1 0,85 93,6

242 8728 265 290 325 415 585 496 3,84 3,1 0,87 87,9
286 8121 335 425 470 605 845 463 2,85 3,6 0,85 89,9
383 7840 465 645 715 920 1285 444 1,99 3,9 0,84 92,2

197 8713 215 215 240 310 435 416 4,56 2,9 0,86 85,7
228 7925 275 335 375 480 670 381 3,32 3,5 0,84 87,9
313 7841 380 505 560 720 1010 371 2,35 3,8 0,84 90,8

164 8673 180 - - 230 325 358 5,25 2,6 0,86 83,4
191 7935 230 265 290 375 525 329 3,84 3,3 0,84 86,1
265 7886 320 400 440 570 795 320 2,72 3,5 0,83 89,4
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945 8364 1080 1240 1380 1775 2480 1383 95 7

A5L 400 M42

Supply through pulse-controlled inverter connected to 400 V, 500 V, 690 V mains

rate of coolant air 3,2 m³/s
stat. counterpressure 17 hPa
fan L 160 180 kg

moment of inertia 24,8 kgm²
weight (IC 17) 3700 kg

rated rated rated speed [1/min] flow weakening speed rated rated stall
output torque at fundamental voltage [V] at current slip torque

370 465 640 short-time load up to  x  M cos ϕ η

[kW] [Nm] 2,0 1,8 1,4 1,0 [A] [%] [M n] [%]

1567 8517 1755 1915 2130 2740 3000 2826 0,62 3,1 0,89 96,9
1717 7412 2210 2870 3000 3000 3000 2471 0,43 3,7 0,89 97,1

- - - - - - - - - - - -

1287 8802 1395 1475 1640 2105 2950 2346 0,80 3,0 0,89 96,4
1444 7840 1760 2160 2400 3000 3000 2080 0,56 3,5 0,89 96,8
1755 6907 2425 3000 3000 3000 3000 1856 0,36 4,1 0,88 97,0

1084 8954 1155 1200 1335 1715 2400 1995 0,97 3,0 0,88 96,0
1233 8077 1460 1735 1930 2480 3000 1784 0,69 3,4 0,89 96,4
1540 7315 2010 2690 2990 3000 3000 1622 0,46 3,8 0,88 96,9

938 9092 985 1005 1120 1440 2015 1740 1,15 2,9 0,88 95,5
1072 8243 1240 1450 1610 2070 2900 1559 0,82 3,3 0,89 96,1
1364 7598 1715 2210 2455 3000 3000 1438 0,55 3,7 0,89 96,7

820 9159 855 - 950 1220 1710 1534 1,31 2,9 0,88 94,9
945 8364 1080 1240 1380 1775 2480 1383 0 940,94 3 33,3 0 890,89 95 7,

1219 7814 1490 1865 2075 2665 3000 1289 0,64 3,6 0,89 96,4

731 9236 755 - 830 1065 1490 1377 1,48 2,8 0,88 94,4
851 8519 955 1075 1195 1540 2155 1253 1,07 3,2 0,89 95,3

1095 7940 1315 1625 1805 2320 3000 1162 0,72 3,5 0,88 96,2

656 9275 675 - 735 945 1325 1245 1,65 2,8 0,88 93,9
768 8590 855 955 1060 1365 1910 1137 1,20 3,2 0,88 94,9
995 8056 1180 1435 1590 2045 2865 1061 0,81 3,5 0,88 95,9

544 9343 555 - 595 765 1070 1048 1,98 2,7 0,87 92,8
635 8625 705 770 855 1100 1540 952 1,43 3,1 0,88 94,0
830 8155 970 1170 1295 1670 2335 894 0,98 3,4 0,88 95,3

463 9385 470 - 495 635 890 905 2,31 2,7 0,87 91,8
539 8636 595 645 720 925 1295 818 1,66 3,1 0,88 93,1
715 8274 825 975 1085 1395 1950 777 1,15 3,4 0,88 94,7

401 9399 405 - 420 540 760 794 2,62 2,7 0,87 90,7
470 8704 515 550 610 785 1100 724 1,90 3,0 0,87 92,3
628 8394 715 820 910 1170 1635 690 1,32 3,3 0,87 94,1

312 9356 320 - 320 410 575 635 3,22 2,6 0,87 88,6
372 8809 405 415 460 595 830 588 2,37 2,9 0,87 90,6
498 8489 560 625 695 895 1255 559 1,64 3,2 0,87 92,8

252 9295 260 - - 320 445 529 3,79 2,5 0,86 86,5
301 8739 330 330 370 475 665 489 2,79 2,9 0,86 88,8
405 8469 455 505 560 720 1010 466 1,93 3,2 0,86 91,5

2/18 LDW 5.016/0410 en



934 10439 855 1030 1145 1470 2060 1372 95 4

A5L 400 M46

Supply through pulse-controlled inverter connected to 400 V, 500 V, 690 V mains

rate of coolant air 3,2 m³/s
stat. counterpressure 17 hPa
fan L 160 180 kg

moment of inertia 30,4 kgm²
weight (IC 17) 4210 kg

rated rated rated speed [1/min] flow weakening speed rated rated stall
output torque at fundamental voltage [V] at current slip torque

370 465 640 short-time load up to  x  M cos ϕ η

[kW] [Nm] 2,0 1,8 1,4 1,0 [A] [%] [M n] [%]

1565 10732 1395 1580 1755 2260 2700 2826 0,75 3,2 0,89 96,8
1722 9377 1755 2350 2615 2700 2700 2479 0,52 3,8 0,89 97,1
2032 8021 2420 2700 2700 2700 2700 2169 0,33 4,6 0,87 97,2

1279 11040 1105 1220 1360 1745 2445 2334 0,96 3,2 0,89 96,2
1443 9879 1395 1775 1970 2535 2700 2080 0,68 3,6 0,89 96,7
1777 8822 1925 2700 2700 2700 2700 1874 0,44 4,1 0,88 97,1

1074 11198 915 995 1110 1425 1995 1980 1,17 3,1 0,89 95,7
1224 10115 1155 1435 1595 2050 2700 1773 0,83 3,6 0,89 96,3
1545 9252 1595 2205 2450 2700 2700 1627 0,55 3,9 0,88 96,9

927 11352 780 825 915 1175 1645 1723 1,37 3,0 0,88 95,1
1063 10319 985 1200 1330 1715 2400 1550 0,98 3,5 0,89 95,8
1362 9574 1360 1815 2015 2595 2700 1438 0,66 3,8 0,89 96,6

811 11432 675 705 785 1010 1410 1519 1,57 3,0 0,88 94,5
934 10439 855 1030 1145 1470 2060 1372 1 131,13 3 43,4 0 890,89 95 4,

1212 9802 1180 1540 1710 2200 2700 1285 0,77 3,7 0,88 96,3

720 11497 600 615 685 880 1235 1360 1,77 2,9 0,88 93,9
842 10643 755 880 975 1255 1755 1243 1,29 3,3 0,89 94,9

1085 9928 1045 1345 1495 1920 2690 1155 0,87 3,7 0,88 95,9

645 11515 535 545 605 780 1095 1227 1,97 2,9 0,88 93,4
758 10716 675 775 865 1110 1555 1128 1,44 3,3 0,88 94,4
986 10082 935 1185 1315 1695 2370 1055 0,98 3,6 0,88 95,6

534 11591 440 - 490 630 880 1033 2,36 2,9 0,88 92,2
623 10697 555 635 705 905 1270 940 1,71 3,3 0,88 93,5
822 10200 770 950 1055 1360 1900 889 1,18 3,5 0,88 94,9

453 11622 370 - 405 520 730 890 2,75 2,8 0,87 91,0
529 10718 470 530 590 760 1060 810 1,99 3,2 0,88 92,5
705 10304 655 795 880 1135 1585 771 1,38 3,5 0,88 94,2

391 11618 320 - 340 440 615 780 3,12 2,7 0,87 89,8
460 10782 410 450 500 645 900 714 2,27 3,2 0,87 91,6
617 10421 565 675 750 965 1350 682 1,58 3,4 0,87 93,6

304 11584 250 - 255 325 455 627 3,85 2,6 0,87 87,5
363 10886 320 335 375 480 670 580 2,84 3,0 0,87 89,7
487 10501 445 515 570 735 1030 552 1,96 3,3 0,86 92,2

246 11536 205 - - 245 345 525 4,56 2,4 0,86 85,1
292 10755 260 265 295 375 530 481 3,32 2,9 0,86 87,7
396 10466 360 410 455 590 825 460 2,31 3,3 0,86 90,7
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922 13118 670 840 930 1200 1680 1360 94 9

A5L 400 M50

Supply through pulse-controlled inverter connected to 400 V, 500 V, 690 V mains

rate of coolant air 3,2 m³/s
stat. counterpressure 17 hPa
fan L 160 180 kg

moment of inertia 37,6 kgm²
weight (IC 17) 4880 kg

rated rated rated speed [1/min] flow weakening speed rated rated stall
output torque at fundamental voltage [V] at current slip torque

370 465 640 short-time load up to  x  M cos ϕ η

[kW] [Nm] 2,0 1,8 1,4 1,0 [A] [%] [M n] [%]

1557 13582 1095 1310 1455 1875 2300 2819 0,91 3,4 0,89 96,5
1731 11979 1380 1925 2140 2300 2300 2494 0,64 4,0 0,89 96,9
2075 10413 1905 2300 2300 2300 2300 2207 0,41 4,7 0,87 97,3

1263 13873 870 1005 1120 1440 2015 2310 1,16 3,3 0,89 95,9
1435 12499 1095 1465 1630 2095 2300 2074 0,83 3,8 0,89 96,5
1795 11327 1515 2270 2300 2300 2300 1892 0,55 4,3 0,88 97,0

1056 14012 720 820 910 1170 1640 1950 1,41 3,3 0,89 95,3
1213 12755 910 1190 1320 1700 2300 1763 1,01 3,7 0,89 96,0
1547 11780 1255 1810 2010 2300 2300 1632 0,68 4,1 0,88 96,7

909 14165 610 685 760 980 1370 1693 1,66 3,2 0,89 94,6
1051 12972 775 980 1090 1405 1965 1537 1,20 3,6 0,89 95,4
1355 12112 1070 1500 1665 2140 2300 1434 0,81 4,0 0,89 96,4

792 14226 530 590 655 840 1175 1489 1,89 3,2 0,88 94,0
922 13118 670 840 930 1200 1680 1360 1 381,38 3 63,6 0 890,89 94 9,

1201 12359 930 1275 1420 1825 2300 1277 0,94 3,9 0,88 96,0

703 14303 470 510 570 730 1025 1333 2,14 3,1 0,88 93,3
828 13335 595 725 805 1035 1450 1229 1,57 3,5 0,89 94,4

1075 12514 820 1115 1235 1590 2225 1149 1,06 3,9 0,88 95,6

629 14319 420 450 500 645 905 1203 2,37 3,1 0,88 92,7
743 13387 530 640 715 915 1285 1112 1,74 3,5 0,88 93,9
974 12669 735 970 1075 1385 1935 1046 1,19 3,8 0,88 95,2

519 14386 345 360 400 515 720 1010 2,84 3,0 0,88 91,4
612 13386 435 520 580 745 1040 930 2,08 3,4 0,88 92,8
808 12759 605 785 875 1125 1575 879 1,43 3,7 0,88 94,5

440 14430 290 295 330 420 590 872 3,31 2,9 0,88 90,0
516 13333 370 435 485 620 870 797 2,40 3,4 0,88 91,7
692 12883 515 655 725 935 1310 762 1,67 3,6 0,87 93,7

379 14377 250 - 275 355 495 763 3,75 2,8 0,87 88,7
450 13437 320 365 405 520 730 705 2,75 3,3 0,87 90,6
605 13022 445 555 615 790 1110 674 1,91 3,6 0,87 92,9

293 14288 195 - 195 255 355 614 4,63 2,6 0,87 86,1
353 13511 250 265 295 380 535 571 3,43 3,1 0,87 88,5
475 13072 345 420 465 600 840 544 2,37 3,5 0,86 91,3

236 14196 160 - - 180 255 514 5,48 2,3 0,86 83,4
283 13305 205 205 225 290 410 474 4,02 2,9 0,86 86,3
385 12993 285 330 370 475 665 453 2,79 3,3 0,85 89,7
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907 16172 535 705 785 1010 1415 1345 94 4

A5L 400 M54

Supply through pulse-controlled inverter connected to 400 V, 500 V, 690 V mains

rate of coolant air 3,2 m³/s
stat. counterpressure 17 hPa
fan L 160 180 kg

moment of inertia 46,1 kgm²
weight (IC 17) 5660 kg

rated rated rated speed [1/min] flow weakening speed rated rated stall
output torque at fundamental voltage [V] at current slip torque

370 465 640 short-time load up to  x  M cos ϕ η

[kW] [Nm] 2,0 1,8 1,4 1,0 [A] [%] [M n] [%]

1524 16641 875 1115 1240 1595 2000 2766 1,09 3,6 0,89 96,3
1727 14963 1100 1620 1800 2000 2000 2494 0,78 4,2 0,89 96,7
2117 13287 1520 2000 2000 2000 2000 2245 0,51 4,8 0,88 97,2

1234 16971 695 865 960 1235 1725 2261 1,39 3,6 0,89 95,5
1421 15495 875 1245 1380 1775 2000 2062 1,01 4,1 0,89 96,2
1798 14197 1210 1905 2000 2000 2000 1898 0,67 4,5 0,88 96,9

1031 17157 575 700 780 1000 1400 1909 1,68 3,5 0,89 94,8
1201 15824 725 990 1100 1415 1985 1753 1,23 3,9 0,89 95,6
1543 14711 1000 1520 1690 2000 2000 1632 0,83 4,3 0,88 96,5

885 17297 490 585 650 835 1170 1654 1,97 3,4 0,89 94,1
1036 16024 615 830 920 1185 1655 1524 1,45 3,8 0,89 95,0
1345 15055 855 1265 1405 1810 2000 1429 0,99 4,2 0,88 96,1

770 17365 425 500 555 715 1000 1455 2,25 3,4 0,89 93,4
907 16172 535 705 785 1010 1415 1345 1 661,66 3 83,8 0 890,89 94 4,

1188 15313 740 1065 1185 1520 2000 1270 1,14 4,1 0,88 95,6

684 17473 375 430 480 620 865 1303 2,54 3,3 0,88 92,6
809 16328 475 615 680 875 1225 1209 1,88 3,7 0,89 93,8

1063 15499 655 925 1030 1320 1850 1142 1,29 4,0 0,88 95,2

611 17465 335 380 425 545 760 1176 2,82 3,3 0,88 91,9
726 16404 425 540 600 775 1080 1094 2,09 3,7 0,88 93,2
960 15642 585 815 905 1165 1635 1037 1,44 4,0 0,88 94,8

503 17512 275 300 335 430 600 987 3,38 3,1 0,88 90,4
596 16369 350 435 485 625 870 914 2,49 3,6 0,88 92,0
793 15698 480 665 735 945 1325 869 1,72 3,9 0,88 93,9

425 17527 230 245 270 345 485 851 3,93 3,0 0,88 88,9
504 16349 295 360 400 515 720 786 2,89 3,5 0,88 90,8
676 15797 410 550 610 785 1100 751 2,01 3,8 0,87 93,0

365 17462 200 - 220 285 400 746 4,46 2,8 0,87 87,4
437 16401 255 300 330 425 600 693 3,30 3,4 0,87 89,6
591 15959 355 465 515 660 925 665 2,30 3,7 0,87 92,1

282 17312 155 - - 195 270 600 5,51 2,5 0,87 84,4
341 16419 200 215 235 305 425 561 4,10 3,1 0,87 87,2
464 16040 275 345 385 495 690 538 2,86 3,6 0,86 90,3

225 17093 125 - - 125 175 501 6,51 2,0 0,86 81,4
272 16146 160 - 170 220 310 466 4,81 2,7 0,86 84,6
374 15855 225 270 300 385 535 447 3,36 3,4 0,85 88,5
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Overview of the Basic Dimension drawings 
 
 
Table 1  Type of construction IM1001 (IMB3) and IM2001 (IMB35) 

Type of construction IM1001 (IMB3) IM2001 (IMB35) 

Type 
Type of protection – 

Type of cooling 

A5L 
IP 23 – IC 06 

A5L 
IP 23 – IC 17 

A5L 
IP 23 – IC 06 

A5L 
IP 23 – IC 17 

Terminal position top, 
right, left 

top, 
right, left 

top, 
right, left 

top, 
right, left 

A5L160 

 M28 
 M32 
 M36 
 M40 

Page 3/1 
(648679) 

Page 3/2 
(648780) 

Page 3/11 
(649183) 

Page 3/12 
(649278) 

A5L200 

 M32 
 M36 
 M40 
 M44 

Page 3/3 
(648655) 

Page 3/4 
(648781) 

Page 3/13 
(649184) 

Page 3/14 
(649279) 

A5L250 

 M36 
 M40 
 M44 
 M48 

Page 3/5 
(648578) 

Page 3/6 
(648782) 

Page 3/15 
(649185) 

Page 3/16 
(649280) 

A5L315 

 M40 
 M44 
 M48 
 M52 

Page 3/7 
(667424) 

Page 3/8 
(667408) 

Page 3/17 
(667348) 

Page 3/18 
(667409) 

A5L400 

 M42 
 M46 
 M50 
 M54 

Page 3/9 
(667767) 

Page 3/10 
(667779) 

Page 3/19 
(667768) 

Page 3/20 
(667780) 

 
 
 
The numbers of the dimension drawings are specified in parentheses. 



Type of construction  IM1001 (IMB) IP 23 – IC 06 A5L160
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A5L160 IP 23 – IC 17 Type of construction IM1001 (IMB3)
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Type of construction IM1001 (IMB3) IP 23 – IC 06 A5L200
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A5L200 IP 23 – IC 17 Type of construction IM1001 (IMB3)
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Type of construction IM1001 (IMB3) IP 23 – IC 06 A5L250
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A5L250 IP 23 – IC 17 Type of construction IM1001 (IMB3)
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Type of construction IM1001 (IMB3) IP 23 – IC 06 A5L315
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A5L315 IP 23 – IC 17 Type of construction IM1001 (IMB3)
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Type of construction IM1001 (IMB3) IP 23 – IC 06 A5L400
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A5L400 IP 23 – IC 17 Type of construction IM1001 (IMB3)
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Type of construction IM2001 (IMB35) IP 23 – IC 06 A5L160
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A5L160 IP 23 – IC 17 Type of construction IM2001 (IMB35)
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Type of construction IM2001 (IMB35) IP 23 – IC 06                    A5L200
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A5L200 IP 23 – IC 17 Type of construction IM2001 (IMB35)
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Type of construction IM2001 (IMB35) IP 23 – IC 06                     A5L250
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A5L250 IP 23 – IC 17 Type of construction IM2001 (IMB35)
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Type of construction IM2001 (IMB35) IP 23 – IC 06                     A5L315
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A5L315 IP 23 – IC 17 Type of construction IM2001 (IMB35)
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Type of construction IM2001 (IMB35) IP 23 – IC 06                      A5L400
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A5L400 IP 23 – IC 17 Type of construction IM2001 (IMB35)
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Weitere Informationen:
Wir beraten Sie gerne und erstellen ein 
Angebot für Ihren individuellen Bedarfsfall.

Ask us for additional information and a quote for 
your individual solution! 

Lloyd Dynamowerke GmbH & Co. KG
Hastedter Osterdeich 250
28207 Bremen

Telefon +49 (0) 421 4589-0
Telefax +49 (0) 421 4589-260

E-Mail: vertrieb@LDW.de
Internet: www.LDW.de

High-performance compact asynchronous motors 
from LDW are characterized by their 
high power density and their angular design. 
They were developed specifically for RPM-
regulated drives and for supply by frequency con-
verters. Externally this series resembles direct 
current machines – and it is capable of replacing 
them.

The machines are forced ventilated. 
Due to RPM-independent cooling, the machines 
can deliver the full torque in the entire RPM adju-
sting range as well as during standstill.

Our asynchronous machines are built in com-
pliance with IEC and DIN-EN norms as well as 
EU-directives, so they always represent the state 
of the art. A flexible modular system allows the 
adaption of the machine design to almost all 
required specifications. 

Die Hochleistungs-Kompakt-Asynchronmotoren 
von LDW verfügen über eine hohe Leistungs-
dichte und ein eckiges, mantelloses Gehäuse. 
Sie wurden speziell für drehzahlgeregelte 
Antriebe und für die Speisung durch Frequenz-
umrichter entwickelt. Äußerlich ähnelt diese 
Baureihe sehr den Gleichstrommaschinen – 
sie dient auch zu deren Substitution.

Die Maschinen sind fremdbelüftet. Durch die 
drehzahlunabhängige Fremdkühlung können die 
Maschinen das volle Drehmoment im gesamten 
Drehzahlstellbereich und auch im Stillstand dau-
ernd abgeben.

Unsere Asynchronmaschinen entsprechen den 
IEC- und DIN-EN-Normen sowie den EU-Richt-
linien, repräsentieren also zum Zeitpunkt der 
Fertigung immer dem Stand der Technik. Durch 
ein flexibles Plattformsystem ist eine Anpassung 
der Maschinenausführung an vorgegebene 
Betreiber-Spezifikationen fast immer möglich.

Qualität durch Kompetenz - 
Dienstleistungen nach Maß

Quality Through Competence - 
Customized Services

Mitglied der 
Kirloskar Electric Gruppe

Member of the 
Kirloskar Electric Group

hildebrandt
Neuer Stempel




